CLASSIC 4c

Construction Graphics Tufted

Pile Content 80% Wool, 20% Nylon
Gauge 39.4 /10cm, (1/10th)
Yarn Weight 1220g/m2, 360z/yd?

Total Finished Weight

2373g/me, 700z/yd?

Suitability Heavy Contract / Extra Heavy Domestic
Width 4.00m

Pile Height 6.5mm / 0.25"

Backing Secondary

Tog Rating 0.90

Light Fastness BS: 1006 (1-8) 6

Rub Fastness

BS: 1006 (1-5) 4-5

Shampoo Colour Fastness

BS: 1006 (1-5) 4-5

Flammability

BS: BS4790 1987(1996) Pass - Low radius of char

IMO Cettificate
(Marine Equipment

[-2/3.40.4 IMO Resolution A 653 (16)
11-2/5.3.2.4 IMO Resolution MSC 61 (67) Annex 1 Part 5

Directive 96/98/EC) 11-2/6.2 IMO Resolution MSC 61 (67) Annex 1 Part 2
Product Options The following options are available for a minimum of 300mz:
Special Colours
Special Widths up fo 5m
Special Backings (Foam, Impervious & Unitary)
Anderson Fielding Gieves
Huntsman Kilgour Sexton

CE EN 14041 2004
Classification Cfi s1
(C Flooring)

30,01,17
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THE CAMPAIGN
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PATRON: HRH THE PRINCE OF WALES



KOBpOBas MNNUTKa e KOBPOBbLIE NMOKPbITUSI ® KOBPbI M KOBPOBbLIE IOPOXKKM @ roOeneHOoBblIE HACTEHHbIE KOBPbI
Ge3onacHbili NoN e rpside3alluTa e akceccyapbl AN NEeCTHUL, U Nona e CUCTEMbI CBETOAMOAHON NOACBETKM
HU3konpodunbHas cuctema kabenbHoOM NPOBOAKN @ COMYTCTBYIOLLIME TOBApbI

COBPEMEHHbIE HAIMNOJIbHbLIE NOKPbITUA
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TenecoH +7 (495) 916-94-83
E-mail info@s-n-p.ru
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